
Network Fish Finder
DFF1 DFF3

TRANSCEIVER & DISPLAY
Display Modes Single (50 or 200 kHz), Dual (50 and 200 kHz), Bottom-lock,  

Bottom-Zoom, Bottom Discrimination, Marker Zoom, A-Scope
Single (High or Low frequency), Dual (Both High and Low frequencies), 

Bottom-lock, Bottom-Zoom, Bottom Discrimination, Marker Zoom, A-Scope
Frequency Dual frequency 50 kHz and 200 kHz The synthesized transducer works with dual frequencies between 28 and 200 kHz
Output Power 600 W/1 kW 1, 2 or 3 kW
Range Scale Any range customized between 2 and 3,000 m
Range Phasing Up to 2,400 m (8,000 ft, 1,300 fa) Up to 2,400 m (8,000 ft, 1300 fa)
ENVIRONMENT
Temperature -15˚C to +55˚C
Water Proofing IEC 60529 IP20
POWER SUPPLY

12-24 VDC
12 W 30 W

TRANSDUCERS (This is a sampling of transducers, more options are available. Go to www.FurunoUSA.com for a complete list of transducers. Specify when ordering)

600 W
  50/200 kHz:
  520-5PSD (Plastic, thru-hull), 520-5MSD (Bronze, thru-hull),
  520-5PWD (Plastic, transom), 525ST-MSD (Bronze, thru-hull 
  with speed/temp sensor), 525ST-PWD (Plastic, transom, with 
  speed/temp sensor)
1kW (Optional Matching box, MB-1100 may be required)
  50 kHz:         50B-6, 50B-6B, 50B-9B
  200 kHz:       200B-5S,
  50/200 kHz:  50/200-1T, 50/200-12M

28 kHz: 28F-8, 28F-18, 28BL-6HR, 28F-24H, 28BL-12HR
38 kHz: 38BL-9HR, 38BL-15HR
50 kHz: 50B-6/6B, 50B-9B, 50B-12, 50BL-12HR, 
 50F-24H, 50BL-24HR
68 kHz: 68F-8H, 68F-30H
82 kHz: 82B-35R
88 kHz: 88B-8, 88B-10, 88F-126H
107 kHz: 100B-10R
150 kHz: 150B-12H
200 kHz: 200B-5S, 200B-8/8B, 200B-12H
50/200 kHz: 50/200-1ST, 50/200-1T, 50/200-12M
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LCD Display

DCU12

DISPLAY UNIT
Screen Size 12.1 inches, 246.0 x 184.5 mm
Resolution SVGA 800 x 600 pixels
Contrast Ratio 600: 1
Viewing Angle Horizontal left 70° to right 70°

Vertical +45 to -55°
Brightness 1100 cd
INTERFACE
DVI input 1 port, DVI-D
Composite (RCA) input —
ENVIRONMENT (IEC 60945 test method) 

Temperature -15°C to +55°C
Waterproofing IP56 (when flush-mounted)
POWER SUPPLY

12-24 VDC
N.B. DCU12 is a display option for MFDBB.

Display Control Unit (Table-top Mount) DCU12 5.7 kg  12.6 lb

Display Control Unit (Flush Mount) DCU12 5.4 kg  11.9 lb
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Network Fish Finder DFF1 1.3 kg  2.9 lb Network Fish Finder DFF3 3.8 kg  8.4 lb
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DFF3 Dimensional Drawings:


